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The location chosen for the fixture should always allow the solar panel to capture natural light.
The quality and duration of the charge depends on the quality of the solar radiation and remains operational even in cloudy weather.

CONNECTION

502464 1U 1,3kg 30,5x17x13,5cm 8U 11,4kg 62x35x28cm 336U 493kg 102x120x209cm

502471 1U 1,3kg 30,5x17x13,5cm 8U 11,4kg 62x35x28cm 336U 493kg 102x120x209cm

Box Weight Size Carton Weight Size Pallet Weight SizePart Number
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DIMENSIONS

SOLAR RECHARGEABLE LED WALL LIGHT SEAMAID - WHITE LIGHTING

www.seamaid-ligh�ng.com

- Usage and maintenance manual
- Gasket (#501955)
- Lithium-ion battery (#502433)
- 7 screws M3,9x25 (#501948)
- 5 screws M3x6 (#501931)
- 4 screws M4x10 (#501924)
- Head of the terminal (#502488)
- Support to fix the terminal (#501986)
Contents of the packaging :
HS code : 9405413990
Barcode : 3700450502471
Barcode : 3700450502464
intensity
Autonomy : 5h at full intensity, 100h at 2% 
Charge cycles : 400
Solar panel : Polycrystalline 2,7W
Sensor : microwave 5,8GHz / 180° / 7m 
Battery : Lithium-ion 3000mAh – DC3,7V 
polycarbonate (PC) lens
Material : Die casting aluminum fixture and 
Function : 2 intensity levels(100% - 2%)
Control : Automatic On/Off
Colour : Neutral white 5000k
Type : 30 LED 2835 / 120°
Model: AFLS39035211 rust colour
Model: AFLS39035111 gray colour
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EN60598-1 / EN60598-2-1 Norm in all its modifications
EMC 2014/30/CEE Directive
EN62133:2013 Norm (battery)
EMC Regulation 2016 (UK)
Electrical Equipment Regulation 2016 (UK)
Radio Equipment Regulation 2017 (UK)
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CERTIFICATION

Products
Certified by

FR

À DÉPOSER
EN MAGASIN

À DÉPOSER
EN DÉCHÈTERIE

OU 

FR
Cet appareil
et sa batterie
se recyclent

Points de collecte sur www.quefairedemesdechets.fr
Privilégiez la réparation ou le don de votre appareil !

Protection index : IP65
LED life span : > 10 000h
On/Off cycles : > 100 000
Storage and use conditions : -10°C to +50°C

IP
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OTHER PARAMETERS

Instant power max : 4,2W
PF max : N/A
Input voltage : DC 3,7V
Battery charging voltage : 420mA
Electrical class : III

120°

ELECTRICAL PARAMETERS

Colour temperature : Neutral white 5000K
Ra (IRC) : 80
Diffusion angle : 120°
Nominal luminous flux : 155 lumens
Useful luminous flux (120°) : N/A

PHOTOMETRY (Measurements performed in laboratory)

SOLAR RECHARGEABLE LED WALL LIGHT SEAMAID - WHITE LIGHTING


